EXISTING BITUMINOUS SURFACE COURSE
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COURSE WIDENING

EXISTING PIPE UNDERDRAIN

EXISTING

CURB & GUTTER TY, B-6.24 EXISTING PAVEMENT

EXISTING TYPICAL ROADWAY CROSS SECTION

STA. 149+22.50 TO STA. 150+92.00

PROPOSED BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIXTURE C”, N70 - 1/
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PROFILE
GRADE LINE

PROPOSED COMBINATION CONCRETE
CURB & GUTTER, TYPE B-6.24,

g

PROPOSED PORTLAND CEMENT
CONCRETE SIDEWALK, 4”

EXISTING PAVEMENT

(ABUTTING EXISTING PAVEMENT) (TYP.)xx

EXISTING PIPE UNDERDRAIN

PROPOSED TYPICAL ROADWAY CROSS SECTION

STA. 149+22.50 TO STA. 150+90.66

VERT. NONE
TO BE ADJUSTED. THIS WILL BE DETERMINED BY THE ENGINEER. SCALE: LoRrz, NoNE DRAWN Y DAC
DATE JULY 3, 2006 CHECKED BY SMK
LASALLE COUNTY SECTION (P-10)BR FAS 1279 (iIL ROUTE 178)

BRIDGE OMISSION STA. 150+90,66 TO 151+85.33

» PROPOSED SIDEWALK STA. 150453.20 TO STA. 150+90.66

»x PROPOSED COMBINATION CONCRETE CURB & GUTTER,
TYPE B-6.24, SHALL BE DEPRESSED WHEN ADJACENT
TO TRAFFIC BARRIER TERMINAL TYPE 1, SPECIAL
(TANGENT), MODIFIED, LEFT, STA. 150427 TO STA. 150+86.

PROPOSED LEVELING BINDER (MACHINE METHOD), SUPERPAVE N70 - VARIABLE DEPTH, MIN. THICKNESS ¥,

EXISTING BITUMINOUS SURFACE COURSE

| TRANSITIONS FROM 32'-7 TO 36'-8"
¢
IL 1178
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EXISTING EXISTING PAVEMENT
CURB & GUTTER TY. B-6.24

EXISTING TYPICAL ROADWAY CROSS SECTION

1

SUPERPAVE SUPERPAVE
LEVELING BINDER SURFACE
PG GRADE PG64-22 PG64-22
MAX % RAP
ALLOWABLE*x 15% 10%
DESIGN AIR 4,0% e 4.0% e
VOIDS N70 N70
MIXTURE IL 12.5 OR
COMPOSITION IL 9.5 IL 9.5
FRICTION
AGGREGATE MIXTURE C
PLANT CONTROL
LIMITS CLASS I CLASS I
DENSITY CONTROL SATISFACTION
METHOD OF CORES
ENGINEER

** TF RAP OPTION IS SELECTED, THE ASPHALT CEMENT GRADE MAY NEED

STA. 151+84.00 TO STA. 153+37.50

PROPOSED BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIXTURE “’C”, N70 - 15"
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PROPOSED LEVELING BINDER (MACHINE METHOD), SUPERPAVE N70 - VARIABLE DEPTH, MIN. THICKNESS ¥,"
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PROPOSED _COMBINATION CONCRETE EXISTING PAVEMENT
CURB & GUTTER, TYPE B-6.24,
(ABUTTING EXISTING PAVEMENT) (TYP.)**

PROPOSED TYPICAL ROADWAY CROSS SECTION

STA. 151+85.33 TO STA. 153+37.50

» PROPOSED SIDEWALK STA. 151+58.74 TO STA. 153+69.67
** PROPOSED COMBINATION CONCRETE CURB & GUTTER,
TYPE B-6.24, SHALL BE DEPRESSED WHEN ADJACENT
TO TRAFFIC BARRIER TERMINAL TYPE 1, SPECIAL
(FLARED), MODIFIED, LEFT STA. 151485 TO STA. 152+42.

PROPOSED PORTLAND CEMENT
CONCRETE SIDEWALK, 4"
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